#14 TYPE 17 Wood binder®

SPIIFCATIONS SUMMARY

#14 TYPE 17 D hmens bns: 14x1" 5/16"HWH 2000 13.0
Drill Point: 30° Type 17 14 X 1-1/4" 5/16"HWH 2000 15.7
Major Diamete: .254/.248 14 x 1-1/2" 5/16"HWH 1500 17.7
Minor Damete: .185/.178 14x2" 5/16"HWH 1500 223
Head Across Hats: .312/.305 14 x 2-1/2" 5/16"HWH 1000 26.7
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BONDEBASHER (14mm) | 495 780 1078 1355 1608 Thelype 17 point wilean the_ existing hole _
NONE (.398/.432 HWH DIA) 722 1040 | 1197 1419 of metal burrs & the oversized threads will

generte increased holding strength.

sDesigned to be used as a“rescue screw” . This fastener will replace nails or smaller
diameter fasteners that have loosened & backed out of steel roofing over time.

s5/16" HWHhith bonded sealing washer will completely coverexisting hole, even if
elongated by movernt in the medl rod.

fimi}
? sType 17 point will help clean the existing hole so that ovesized threads can tap &
% generate maimum holding strength.

sBEPDM rubber is vulcanized tothe steel washer toprevent delamination & forman
excellent seal even when driven at an angle.

gy, sMechanical zinc plating provides superior corrosion resistance vesus electro-plating
under barrier coatings.

NOTES: All strength values shown above areiltimate vdues, expressedin LBS. Apply anappropriate safetyfactor to otain desgn limits.
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