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Drill Point: 2.5
Major Diameter: .215/.209
Minor Diameter: .164/.157
Truss Head Dia: .544 Nom.
Recessed Drive: T-30 (6-Lobe)

Drill Point: 1
Major Diameter: .246/.240
Minor Diameter: .192/.185
Truss Head Dia: .533/.551 Nom.
Recessed Drive: T-30 (6-Lobe)

#12 D�Imens�Ions: 1/4”  D�Imens�Ions:

SPECIFICATIONS SUMMARY

PERFORMANCE DATA

St ee lb inder ®  Ec l ipse

Drill point is designed to penetrate steel quickly 
with no “point walking”

LENGTH

.544 .544

LENGTH

.450±.015

The Truss head is 50% lower than a standard 
HWH & provides a very aesthetic appearance.

Purlin

Stitch

SIZE HEAD STYLECARTON QTY. WEIGHT/M

12-14” x 3/4” TRUSS 2500 10.7

12-14” x 1-1/4” TRUSS 2500 14.1

 1/4”-14” x 7/8” STITCH TRUSS 2500 13.0

PULL OUT
STRENGTH

VALUE
(LBS. ULT.)

MATERIAL

HRS Primed Only AZ55 GALVALUME G-90 GALVANIZED

NOM. GAUGE 16 14 12 26 24 22 20 18 16 14 12

THICKNESS .065 .070 .106 .019 .024 .032 038 .047 .060 .072 .101

#12 ECLIPSE 927 958 1678 729 787 1041 1372

1/4” STITCH 342 378 418 620 1038

PULL OVER
STRENGTH

VALUE
(LBS. ULT.)

DESIGNATION
MATERIAL

AZ55 GALVALUME

NOM. GAUGE 29 26 24 22

THICKNESS .015 .019 .024 .032

#12 ECLIPSE 687 1090 1299 1562

1/4” STITCH 746 960 1261 1376

appearance on sidewall metal applications installed into metal girts.

�s���3�E�L�F�
�D�R�I�L�L�I�N�G���P�O�I�N�T���P�E�N�E�T�Rates steel thickness up to .210” 

�s���5�N�D�E�R�C�U�T���%�0�$�-���R�U�B�B�E�R���W�A�S�H�E�R���P�R�O�V�I�D�E�S���A���S�E�C�U�R�E���S�E�A�L���E�V�E�N���W�H�E�N driven at 
an angle.

“cam-out”.

NOTES: 1. *HRS (Hot Rolled Steel)
 2. Pull over values calculated with EPDM rubber washer assembled to cupped head screw with .544” washer face. 

3. All strength values shown are ultimate values, expressed in LBS. Apply an appropriate safety factor to obtain design limits.
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