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Point Diameter: .156/.151
Major Diameter: .189/.183
Minor Diameter: .135/.141
Head Diameter: .443/.423 

Point Diameter: .151/.156
Major Diameter: .189/.183
Minor Diameter: .141/.135
Head Diameter: .443/.423

#10-16 PANCAKE SD #10-16 PANCAKE SD BI-METAL

SPECIFICATIONS SUMMARY

PERFORMANCE DATA

SIZE HEAD STYLE CARTON QTY. WEIGHT/M

10  x 1” SD CARBON STL. #2 SQUARE/PHILLIPS Combo 3000 7.0

10  x 1-1/2” SD CARBON STL. #2 SQUARE/PHILLIPS Combo 2500 9.0

10  x 1” BI-METAL SD #2 SQUARE/PHILLIPS Combo 3000 7.0

SQUARE/PHILLIPS
DRIVE

PULL OUT
STRENGTH
(LBS. ULT.)

SUBSTRATE

HRS Primed Only G-90 GALVANIZED

16 14 12 18 20

#10-16 PANCAKE SD 830 1006 1495 731

#10-16 PANCAKE SD BI-METAL 1173 1441 N/A 858 399

PULL OVER
STRENGTH

VALUE
(LBS. ULT.)

DESIGNATION
MATERIAL

AZ55 GALVALUME

NOM. GAUGE 29 26 24 22

THICKNESS .015 .019 .024 .032

#10-16 PANCAKE SD 529 779 1128 1512

#10-16 PANCAKE SD BI-METAL 353 959 1302 1632

#2 SQUARE/PHILLIPS Combination drive 
standard for both Carbon Steel & Bi-Metal 

Pancake SD.

Carbon Steel tip is welded 
to 304 SS shank to provide 

self-drill capability but 
stainless protection.

•A self-drilling Pancake Head is availiable to attach 
standing seam roof clips to steel framing.

strength.

• Carbon Steel & 304 Stainless Steel/Carbon Steel Bi-
Metal Self-drill are available.
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