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SPECIFICATIONS SUMMARY

#10 PANCAKE TYPE 17
POINTTYPE: 30° TYPE 17 POINT

HEAD DIAMETER447/.423
MAJOR DIAMETER204/.198
MINOR DIAMETER:128/.122

#10 WAFER
POINTTYPE:30° SHARP POINT

HEAD DIAMETER: .447/.423
MAJOR DIAMETER204/.198
MINOR DIAMETER:128/.122

MINOR DIAMETER:133/.126

!
@ %ze} T
#2/2 l #2/2
SQUARE/PHILLIPS SQUARE/PHILLIPS SQUARE/PHILLIPS
RECESS DRIVE
SIZE HEAD STYLE CARTON QTY. WEIGHT/M
10 x 1” PANCAKE TYPE 17 #2 SQUARE/PHILLIPS Combo 3000 7.0
10 x 1-1/2” PANCAKE TYPE 17 #2 SQUARE/PHILLIPS Combo 2500 9.0
10 x 1" WAFER SHARP POINT #2 SQUARE/PHILLIPS Combo 3000 5.0
10 x 1-1/2” WAFER SHARP POINT #2 SQUARE/PHILLIPS Combo 2500 7.0
#10 PANCAKE 304 SS 10 x 2” WAFER SHARP POINT #2 SQUARE/PHILLIPS Combo 2000 9.0
POINTTYPE: 30° SHARP POINT 10 x 17 304 SS SHARP POINT #2 SQUARE/PHILLIPS Combo 3000 7.0
HEAD DIAMETER440 NOM. 10 x 1-1/2” 304 SS SHARP POINT #2 SQUARE/PHILLIPS Combo 2500 9.0
MAJOR DIAMETER194/.188
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~—— #10-12 PANCAKE HEAD
CLIP SCREW

Type A point & thread design maximizes
holding strength in plywood, 0SB, & wood
purlins.

PULL OUT
STRENGTH
(LBS. ULT.)
#10 PANCAKE TYPE 17 478 293 952 665 538
#10 WAFER 478 293 952 665 538
#10 PANCAKE 304 SS 656 518 358 274 988 510
MATERIAL
PULL OVER DESIGNATION
STRENGTH AZ55 GALVALUME SLOT-EDGE PANEL
VALUE
(LBS. ULT) NOM. GAUGE 20 | 26 | 24 | 22 29
THICKNESS 015 | .019 | .024 | .032 0175 - -
OANCAKE TYPE Thin Wafer Head can be used for non-clip
#10 i 529 | 778 | 1128 | 1512 applications. Pancake Head is best suited for
#10 WAFER 685 roof clip applications.
#10 PANCAKE 304 SS 529 | 778 | 1128 | 1512
¢ #10 Diameter is designed to attach
% w standing seam roof clips to plywood,
FH H H 0SB, or wood purlins.
o
§ i i e Low profile head design provides
2 28 g excellent pull over strength.
3 33 3
i . i o Thin Wafer Head is designed for
g a standing seam panels that utilize no clip
5 E but require a very thin head so as to not
§ g H to dimple the roof panel.

e Available in zinc-plated carbon steel or

304 Stainless Steel.
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