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Steelbinder® Heavy Gauge
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SPECIFICATIONS SUMMARY
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PERFORMANCE DATA
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STRENGTH

VALUE
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(%169 '15]% ,ONG $RILL POINT ASSURES PROPER CL
GAUGE METAL BEFORE ANY THREAD ENGC
MATERIAL
PULL OVER pasleyauien) AZ55 GALVALUME
SUALLE NOM. GAUGE 22 (7( WITH %0$- BONDED
(LBS. ULT) THICKNESS WASHER PROVIDES A SECUR
(%!69 '15|% SEAL TO PREVENT LEAKS
s &ASTENER LENGTHS OVER VARE DESIGNED
\% X v IS DESIGNED TO DRILL UP TO
% s 4HREAD TO POINT RATIO ENGINEERED TO PRO
HEAVY GAUGE STEEL
S %0%- RUBBER IS VULCANIZED TO STEEL WASHE
4HE WASHER PROVIDES A SECURE SEAL EVEN W
=
s !PPLICATIONS INCLUDE METAL DECK TO STRUCZ(
to structural steel.
s &ASTENER IS ALSO AVAILABLE WITHOUT A BON
NOTESL. HRS (Hot Rolled Steel)
2. All strength values shown are ultimate values, expressed in LBS. Apply an appropriate safety factor to obtain design limits.
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